
 

 

 

 

 

 

 

 

  FEATURES 

  Miniature dimension 

  Compression application 

  Application for limited space 

  Protection class IP22 

 

 

 

  

Model Capacity A B C φD E F G H φJ K L 

ST088-08tf 08tff 008 088 081 03 18 11 08 08 088 008 10 

ST088-08tf 08tf 088 008 008 20 38 38 38 38 001 001 088 

ST088-08tf 08tf 000 000 018 20 38 08 31 31 001 000 088 

ST088-18tf 18tf 180 000 008 31 00 73 70 70 028 000 078 

ST088-38tf 38tf 208 008 008 080 008 088 001 001 008 008 010 
 

  
 
 
 
 
 



 

Rated capacity(R.C) tf 01, 01, 01, 01, 01tf 

Ratedoutput(R.O.) mV/V 0.8 ± 8.881 

Zero balance mV/V 8 ± 8.80 

Combined error % 8.81 

Repeatability % 8.81 

Creep for 08min % 8.81 

Temperature effect on 

Zero Value %/08℃ 8.80 

Output Value %/08℃ 8.80 

Excitation 

Recommended V 08 

Maximum V 01 

Resistance 

Input Ω 088 ± 08 

Output Ω 018 ± 0.1 

Insulation MΩ >0888 

Compensated temperature range ℃ -08 to + 08 

Operating temperature range ℃ -08 to + 08 
  

  

  

 

 

  SPECIFICATIONS 

  


