y Tachometers

S t _ AT-8/AT-6/AT-10

AT-8/AT-10 Contact/Non-contact Digital Tachometers

AT-R/AT-10 Digital Tachometer provides fast and accurale

e S contact and Non-contact RPM and surface speed measure-
[ ments of rotating objects.

Wide measurement ange and high resolution

L]

® Al readings memornics
@ Built-in laser pointer
@ 5digis LCD display

EML

61326
AT-8 AT=10
Contact test mnje 2 1o 20,000 RFM 2 1o 30,000 RPM
Mon-contact testrange 2 to 99,999 RPM 2 1o 200,000 RPM
Tot test rang: 1 10 99,999 RPM I tor 200,000 RPM
Accuracy £(0,05% + 1digit) ={0,05% + 1digit)
r O IRPM(2 1099999 RPM)
Resolution 1RPM(over 10000 RPM) 0.001RPM to [RFM
Sampling time 0.5 gec (over 120 RPM) 0.5 sec.{over 120 RPM)
Detecting distance S0 mm fo 500 mm S0 mm o 2506 mm
Time base Quartz crystal Quanz crystal
Power consumption Approx. 45mA Approx. 45mA
o av

Slze{HxWxD): 160mm x G0mm x 42mm
Weight: 160g

Accessnries:
9V battery and Gift box with camying case

Model AT-8

Model AT-10

AT-6 Digital Tachometer _— - ~ -
AT-6 Digitnl Tachometer provides fast and accurnte Nan-contact RPM and TOT measuremenis

, A A o Features
of rolating ohjects, Using reflective tape on ohject to be measured and pointing with the laser.

Display Large 5 digit LOCD display
Accuricy =0,05%=1d
é\“ i RPM Range 2t 99,999
Maox RPM Resolution 0.1RPM
c € TOT Range 0-09,999
BRI Memony Bubt-m memaory recalls Max/Min/Last
EN: 61326 Size{HxWxD}: 160mm x B0mm x 42mm
Weight: 151g Accessories:

9V battery and Gift box with carrying case.

Model AT-6
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